
DURACHILL CHILLER
SERIES 12451

The PolyScience DuraChill Chiller delivers precise temperature control 
for labs. Its touchscreen interface supports five languages for easy use. 
Fluid level monitoring and alerts protect against pump failure. Variable 
Fan Speed Technology ensures quiet, efficient operation. UV Light 
Inhibitor prevents biological growth in circulating fluids. Patented self-
diagnostics maintain consistent system performance. Safety includes 
flow shutoff and temperature alarms for reliability. Customizable displays 
and versatile connectivity simplify setup.
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Features:
•	 Working Temperature Range: 14–86°F (-10–30°C)

•	 	Reservoir Capacity: 0.4 gallons (1.5 liters)

•	 Temperature Stability: ±0.1°C

•	 Display: TFT LCD

•	 Pump Type: Centrifugal

•	 Over-Temperature Protection / Failsafe Heater Control: Yes

•	 Reservoir Liquid Level Indicator: Yes

•	 WhisperCool Environmental Control Technology: Yes

•	 Reservoir Drain: Yes

•	 Maximum Ambient Temperature: 104°F (40°C)

•	 Refrigerant: R134a

•	 Shipping Weight: 78.2 lbs (35.5 kg)

120V Version (12451-08):
•	 Cooling Capacity:

•	 	At 0°C: 350W

•	 At +20°C: 400W

•	 Included Hardware:
•	 Barbed fittings: 1 pair 1/2” NPT x 3/8” barb

•	 1 pair 1/2” NPT x 1/2” barb

•	 Electrical Requirements:
•	 120/60/1/3.2 (VAC/Hz/Ph/A)

•	 Regulatory Approvals:
•	 ETL



DURACHILL CHILLER
SERIES 12451

240V

The PolyScience DuraChill Chiller delivers precise temperature control 
for labs. Its touchscreen interface supports five languages for easy use. 
Fluid level monitoring and alerts protect against pump failure. Variable 
Fan Speed Technology ensures quiet, efficient operation. UV Light 
Inhibitor prevents biological growth in circulating fluids. Patented self-
diagnostics maintain consistent system performance. Safety includes 
flow shutoff and temperature alarms for reliability. Customizable displays 
and versatile connectivity simplify setup.

Features:
•	 Working Temperature Range: 14–86°F (-10–30°C)

•	 	Reservoir Capacity: 0.4 gallons (1.5 liters)

•	 Temperature Stability: ±0.1°C

•	 Display: TFT LCD

•	 Pump Type: Centrifugal

•	 Over-Temperature Protection / Failsafe Heater Control: Yes

•	 Reservoir Liquid Level Indicator: Yes

•	 WhisperCool Environmental Control Technology: Yes

•	 Reservoir Drain: Yes

•	 Maximum Ambient Temperature: 104°F (40°C)

•	 Refrigerant: R134a

•	 Shipping Weight: 78.2 lbs (35.5 kg)

240V Version (12451-108):
•	 Cooling Capacity:

•	 At 0°C: 350W

•	 At +20°C: 400W

•	 Included Hardware:
•	 Barbed fittings: 1 pair 1/2” NPT x 3/8” barb

•	 1 pair 1/2” NPT x 1/2” barb

•	 Electrical Requirements:
•	 200-240/50/1/2.4 (VAC/Hz/Ph/A)

•	 Regulatory Approvals:
•	 CE, UKCA
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