
BOTTOM ADAPTER ASSEMBLY
INLINE FILTRATION

This modular system combines extended adapters and bottom stopcock 
valves to provide secure thread transitions, inline filtration, and precision flow 
control at the base of filter reactor assemblies. Built from chemical-resistant 
materials and manufactured in-house for reliability and compatibility.

SERIES 
5839/5857
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5839-80 & 5839-81 – Bottom Stopcock Adapters
•	 Thread Size:

•	 5839-80: #25 Ace-Thred

•	 5839-81: #15 Ace-Thred

•	 Valve Bore:

•	 5839-80: 0–10 mm PTFE stopcock

•	 5839-81: 0–5 mm PTFE stopcock

•	 Outlet Port: #7 Ace-Thred port

•	 Seals: CAPFE and Kalrez O-rings

•	 Pairs with:

•	 Use 5839-80 with 5857-100 (larger systems)

•	 Use 5839-81 with 5857-101 (smaller systems)

5857-100 & 5857-101 – Extended Adapters 
with Integrated Filtration

•	 Top to Bottom Thread Size:

•	 5857-100: #80 to #25 Ace-Thred

•	 5857-101: #50 to #15 Ace-Thred

•	 Includes:

•	 CAPFE O-ring

•	 Glass perforated plate (#80 thread only) 
and PTFE retaining ring

•	 100 micron polyethylene filter

•	 350 micron polypropylene filter

•	 Pairs with:

•	 Use 5857-100 with 5839-80 (larger systems)

•	 Use 5857-101 with 5839-81 (smaller systems)


