
MANIFOLD KITS
PRESSURE RELIEF

Glass manifold assembly with PTFE adapters and 316 stainless steel 
pressure relief valve adjustable from 3 to 50 psi. Intended for small jacketed 
glassware applications requiring overpressure protection. Apparatus can 
be used with gas or liquid applications.

SERIES 

10016

 

 

 

A
C

E
 G

LA

SS INCORPO
R
AT

E
D

VINELAND, N
J

© 2025 Ace Glass Inc.     08/06/2025     F1070          1-800-223-4524  |  www.aceglass.com

Kit Components:
•	 (1x) Glass manifold body used as the central connection point for all 

components

•	 (1x) PTFE adapter for connecting manifold to threaded valve

•	 (2x) PTFE compression fittings for tubing or line connections

•	 (1x) 316 stainless steel adjustable relief valve, 1/4” MNPT, range 3–50 psi

Product Q&A:
	 Q:	Is this for venting jackets or the main vessel?

	 A:	 It’s for the jacket side. It manages pressure in recirculating or closed-loop  
		  jacket systems.

	 Q:	Is the relief valve automatic?

	 A:	 It opens automatically at the set cracking pressure and reseals when  
		  pressure drops.

	 Q:	Is it preset?

	 A:	 The user manually adjusts to the desired range using the set screw.

	 Q:	Can this be used on anything over 3L?

	 A:	 It’s intended for small-scale systems. 

	 Q:	What’s the max pressure?

	 A:	 The valve body is rated to 3000 psig. The cracking pressure must be adjusted  
		  to either 3–50 psi depending on the selected version.

	 Q:	Can it be used with corrosive fluids?

	 A:	 Wetted materials are borosilicate glass, PTFE, and 316 stainless—compatible  
		  with most lab chemicals. But as always, check chemical compatibility.

	 Q:	Can it be used with water or glycol?

	 A:	 Yes. It’s suitable for water, glycol, oil, or other typical recirculation media used  
		  in jacketed systems.

	 Q:	Do I need a support stand?

	 A:	 Yes. The manifold should not hang unsupported. It must be mounted or  
		  clamped securely to avoid stress on the glassware.


